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Safety Tips

» Position on a flat, stable surface.
= A service agent/qualified technician should carry out
installation and any repairs if required. Do not remove any
components or service panels on this product.
- Consult Local and National Standards to comply with the
fallowing:
« Health and Safety at Work Legislation
- BS EN Codes of Practice
« Fire Precautions
- IEE Wiring Regulations
» Building Regulations
« DO NOT use jet’pressure washers to clean the appliance.
« DO NOT use the appliance outside.
+ DO NOT use this appliance to store medical supplies.
» DO NOT use electrical appliances inside the appliance
(e.g. heaters, ice-cream makers etc.)

« Always carry, store and handle the appliance in a vertical
position and move by holding the base of the appliance.
- Always switch off and disconnect the power supply to the

unit before cleaning.

» Keep all packaging away from children. Dispose of the
packaging in accordance with the regulations of local
authorities.

» If the power cord is damaged, it must be replaced by an
agent or a recommended gualified technician in order to
avoid a hazard.

Introduction

Please take a few moments to carefully read through this
manual. Correct maintenance and operation of this
machine will provide the best possible performance from
your product.

We pride ourselves on quality and service,ensuring that at the
time of packaging the contents are supplied fully functional
and free of damage.

Should you find any damage as a result of transit, please
contact your dealer immediately.
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Installation

@ Mote: If the unit has not been stored or moved in an
upright position, let it stand upright for approximately
12 hours before operation. If in doubt allow to stand.

1. Remove the appliance from the packaging. Make sure
that all protective plastic film and coatings are thoroughly
remaved from all surfaces.

2. Maintain a distance of 20cm (7 inches) between the unit
and walls or ather objects for ventilation. Increase this
distance if the obstacle is a heat source.

@ Note: Before using the appliance for the first time,
clean interior with soapy water.
3. Level the appliance by adjusting the screw feet,

Fit Glass Panels (optional)
1. Screw the collars to the rim of the appliance.

@ Note: Ensure the hole in the collar for the grub screw

faces inwards.

2. Slot the two side panels into the caollars, with the holes in
the glass at the top.

(@ Note: Ensure the screw hole furthest from the edge
of the panel goes to the back of the appliance.
3. Screw a grub screw into each collar to secure the panels.

(I Note: Ensure the soft end of the grub screw is the

end making contact with the glass.

4. Slot the rear panel into the collars, with the holes in the
glass at the top.

5 Screw a grub screw into each collar to secure the panel.

6. Slot the plastic plugs into each of the holes.

7. Screw the brackets to the inside of each pane using the
bolt assemblies.

@ Note: Ensure the short end of the bolt assembly is

on the outside of the panels.

8. Place the top panel onto the brackets, ensuring all holes
line up.

9. Insert the plugs and attach the top panel to the brackets
with the bolt assemblies.
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Operation

Storing Food

To get the best results from your appliance, follow these

instructions:

1. Only store foodstuffs in the appliance when it has
reached the correct operating temperature,






Fault Probable Cause Action

The appliance is Loose nut/screw Check and tighten all nuts and screws

unusually loud The appliance has not been installed in a Check installation position and change if necessary
level or stable position

Technical Specifications

. Dimensions Weight
Model Voltage | Power|Current ;earrr:gsrature Capacity HXWxD(mm) (Kg)
ACP40 115V/60Hz | 140W 1.4A 35.6~50°F 6XGN1/6 Container 430x1000x395 25
ACP48 115V/60Hz | 140W 1.4A 35.6~50F 8xGN1/6 Container 430x1400x395 28
ACP55 115V/60Hz | 140W 1.4A 35.6~50°F 10xGN1/6 Container 430x1000x395 30
ACPG63 115V/60Hz | 140W 1.4A 35.6~50F 14xGN1/6 Container 430x1400x395 33

Electrical Wiring

Appliances are supplied with a 3 pin, moulded, B31363 plug and lead, with a 13 amp fuse as standard. The plug is to be
connected to a suitable mains socket. Appliances are wired as follows:

+ Live wire (coloured brown) to terminal marked L

« Meutral wire (coloured blue) to terminal marked N

- Earth wire (coloured greenfyellow) to terminal marked E

All appliances must be earthed, using a dedicated earthing circuit.

If in doubt consult a qualified electrician.

Electrical isolation points must be kept clear of any obstructions. In the event of any emergency disconnection being required
they must be readily accessible.

Disposal

US requlations require refrigeration product to be disposed of by specialist companies who remove or recycle all gasses, metal
and plastic components.

Consult your local waste collection authority regarding disposal of your appliance. Local authorities are not obliged to dispose of
commercial refrigeration eguipment but may be able to offer advice on how to dispose of the equipment locally.

This equipment is intended for the storage and display of packaged products only

Compliance

Parts have undergone strict product testing in order to comply with regulatory standards and specifications set by international,
independent, and federal authorities.

Products have been approved to carry the following symbol:
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®
<
L1STED -?/l"rxnrn()zxx\—\‘EJ

Page 3



ARCTIC AI1R.
Commercial SFreezers & Refrigerators

Arctic Air Warranty

One year parts & labor warranty
Arctic Air warrants, to the original purchaser, all of its new equipment to be free from defects in material or
workmanship, under normal use and maintenance service, for a period of one (1) year from the date of original
purchase or 15 months after shipment date from the manufacturer, whichever occurs first. Warranty coverage is
limited to the repair and/or replacement, including labor charges, of defective parts and/or assemblies. The labor
warranty shall include straight time labor charges and travel charges within 100 miles roundtrip. Warranty service
must be arranged by calling 1-855-431-5558 for service in the United States and Canada. Warranty service
coverage is not offered outside of the United States and Canada.

Conditions
All service under this warranty, for either labor or parts, must be performed by a preferred service provider
arranged by the Arctic Air warranty Center at 1-855-431-5558. Warranty claims should include model number of
the unit, batch & serial number of the unit, and proof of purchase. Service coverage is limited to units located in
the United States and Canada only.

Limitations & Exclusive Warranty
This parts and labor warranty is the sole and exclusive warranty remedy offered by Arctic Air. Arctic Air’s sole
obligation under this warranty is limited to either repair or replacement of parts and is subject to the limitations
listed below.

1. Arctic Air will bear no responsibility or liability for any equipment which has been misapplied, mishandled,
misused, subjected to harsh chemical action, or external causes such as the use of extension cords,
electrical power fluctuations, lack of proper maintenance, non-factory approved revisions or
modifications, or equipment damaged by fire, flood, or other acts of God.

2. Arctic Air will bear no responsibility for consequential loss or damages such as, including but not limited
to, economic loss, profit loss, personal injury, property damage, damage during transit, losses or damages
arising from food or product spoilage claims.

3. Arctic Air shall bear no responsibility for parts or labor coverage for component failure or other damages
resulting from improper usage, installation, or maintenance as described in the owner’s manual.

4. Arctic Air equipment is intended for commercial use only and this warranty is void if the equipment is
installed in other than commercial applications.

5. All other warranties, either express or implied, arising under law or equity or custom of the trade,
including but not limited to, warranties or merchantability or fitness for a particular purpose are excluded.
Arctic Air’s liability on any claim, including but not limited to negligence, shall not exceed the price of the
equipment that gives rise to the claim.
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